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Handle Assembly

Socket Head Cap Screws (2)
Aluminum Alloy Flange Assembly

Hex Head Cap Screws (6)
Felt Dirt Seal
Thrust Bearing
Aluminum Alloy Head Assembly

Aluminum Alloy Ring
Ring Gasket
Pressure Seal
Aluminum Alloy Body Assembly

Brass Iron Pipe Plug
Brass Pet Cock (Replaces Brass Iron Pipe Plug)
Feed Yoke Assembly

Feed Screw
Top Saddle Gasket
Bottom Saddle Gasket 4" and Larger

B-1 Chain Round Link

Ratchet Wrench (large)
Ratchet Wrench (small)
Combination Drill/Tap Holder

Yoke Bolts
Chain Tightening Studs (2)
B-1, Round Chain Hook Assy. (2)

Stop Holder
Brass Rings (2)
Following Item NOT ILLUSTRATED

Handle
Stop Pin Knobs (2)
Stop Pins (2)
Stop Pin Springs (2)

Flange
Stop Pin Inserts (2)

Head
Bronze Bearings (2)
Bronze Gland Nuts (2)
Gland Packings (4)

Body
Clevises (2)
Clevis Pins (2)

Feed Yoke
Threaded Insert
Socket Head Set Screw

2" Size
3" Size

One extra chain section required for 
18”-30” mains, two extra chain sections
reuiqred for 32”-48” mains.

Holder
Knockout Pin
Cotter Pin
Drive Stud
Socket Head Set Screw

B-1 Hook Link (2)
B-1 Round Chain Hook (2)

1/4" Hex Wrench
3/16" Hex Wrench
7/8" Open End Wrench
1-15/16" Open End Wrench
Steel Chest
Tech Lube Tapping Compound

353-29-29
353-29-49
353-29-501
353-29-55

353-27-27
353-27-48

353-26-26
353-26-62
353-26-39
353-26-573

353-23-23
353-23-42
353-23-4250

353-28-28
353-28-48
353-28-512

353-11-111
353-11-505
353-11-506
353-11-515
353-11-514

353-58-7-01
356-11-01

353-29

353-51-2
353-27

353-51-1
353-57-4
353-56
353-26

353-59-2
353-57-59
353-57-5
353-23

353-65
353-64
353-28

353-43
353-57-080
353-57-084
353-57-082
353-57-083
356-11

353-58
353-60-11
353-60-12
353-11-1

353-28-511
353-58-515
353-58-7

 
353-11-2
353-59-1

353-60-32
353-60-31
353-60-21
353-60-22
353-61
353-10
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The B-1 drilling and tapping machine
Parts List
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Pipe Saddle
(various sizes)
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Screw Plug
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Handle Assembly

Socket Head Cap Screws (2) .................................
Aluminum Alloy Flange Assembly

Hex Head Cap Screws (6).......................................
Felt Dirt Seal............................................................
Thrust Bearing.........................................................
Aluminum Alloy Head Assembly..............................

Aluminum Alloy Ring .............................................
Ring Gasket ............................................................
Pressure Seal .........................................................
Aluminum Alloy Body Assembly ..............................

Brass Iron Pipe Plug................................................
Brass Pet Cock (Replaces Brass Iron Pipe Plug)
Feed Yoke Assembly .............................................  

Feed Screw ............................................................
Top Saddle Gasket ................................................  
Bottom Saddle Gasket 4" and Larger

B-1 Chain ...............................................................

Ratchet Wrench (large) ..........................................
Ratchet Wrench (small) ..........................................
Combination Drill/Tap Holder .................................

Yoke Bolts ...............................................................
Chain Tightening Studs (2) ....................................
B-1 Chain Holder (2) .............................................
Stop Holder ............................................................   
Brass Rings (2) ......................................................
Following Item NOT ILLUSTRATED

Handle ....................................
Stop Pin Knobs (2) ...............
Stop Pins (2)...........................
Stop Pin Springs (2) ...............

Flange ....................................
Stop Pin Inserts (2) ...............

Head.......................................
Bronze Bearings (2) ...............
Bronze Gland Nuts (2)............
Gland Packings (4) ...............

Body .......................................
Clevises (2) ...........................
Clevis Pins (2) ........................

Feed Yoke ..............................
Threaded Insert .....................
Socket Head Set Screw .........

* 2" Size ............................................................
* 3" Size ............................................................

Additional 4 ft. chain section required for 14” - 24” mains,
Two additional chain sections required for 26” - 32“ mains
Three additional chain sections required for 48” mains

Holder ....................................
Knockout Pin ........................
Cotter Pin ..............................
Drive Stud ..............................
Socket Head Set Screw .........

 
 

1/4" Hex Wrench .............................................  
3/16" Hex Wrench .............................................  
7/8" Open End Wrench ....................................  
1-15/16" Open End Wrench ..............................  
Steel Chest ......................................................  
Tech Lube Tapping Compound ........................  

353-29-29
353-29-49
353-29-501
353-29-55

............................
353-27-27
353-27-48

353-26-26
353-26-62
353-26-39
353-26-573

353-23-23
353-23-42
353-23-4250

353-28-28
353-28-48
353-28-512

...........................

353-11-111
353-11-505
353-11-506
353-11-515
353-11-514
 

 
 

353-29

353-51-2
353-27

353-51-1
353-57-4
353-56
353-26

353-59-2
353-57-59
353-57-5
353-23

353-65
353-64
353-28

353-43
353-57-080
353-57-084
353-57-082
353-57-083
353-58

353-60-11
353-60-12
353-11-1

353-28-511
353-58-515
353-58-6
353-11-2
353-59-1

353-60-32
353-60-31
353-60-21
353-60-22
353-61
353-10-1
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